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General-Purpose Connection Heads and Options

AC-1

1-1   General-Purpose Aluminum

ORDER 
CODE

DESCRIPTION

Process 
Opening

Conduit 
Opening

Standard 
Gasket

1-1   General-Purpose Cast Iron

ORDER 
CODE

DESCRIPTION

Process 
Opening

Conduit 
Opening

Standard 
Gasket

1-1   General-Purpose 316 Stainless Steel

ORDER 
CODE

DESCRIPTION

Process 
Opening

Conduit 
Opening Standard Gasket

1-1  General-Purpose White Polypropolyene

ORDER 
CODE

DESCRIPTION

Process 
Opening

Conduit 
Opening Standard Gasket

1-2   Head Options
ORDER CODE DESCRIPTION
W 
PS
GS

1-3   Terminal Blocks
ORDER 
CODE DESCRIPTION CONDUCTOR 

SIZE

31C - GS-OR - 343-3Example Order Number:

ALUMINUM CAST IRON

POLYPROPYLENE 316 STAINLESS STEEL

ORDER CODES
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Hazardous Location-Rated Connection Heads and Options

AC-2

1-1   Explosion-Proof Aluminum

ORDER 
CODE

DESCRIPTION Maximum 
Gas Group 
Rating

Process 
Opening

Conduit 
Opening Standard Gasket

1-1   Explosion-Proof 316 Stainless Steel

ORDER 
CODE

DESCRIPTION Maximum 
Gas Group 
Rating

Process 
Opening

Conduit 
Opening Standard Gasket

94C

1-2   Ceramic Terminal Blocks[1]

ORDER 
CODE DESCRIPTION CONDUCTOR 

SIZE

1-2   DIN Form B Style Ceramic Terminal Blocks

ORDER 
CODE DESCRIPTION CONDUCTOR 

SIZE

93C - 341Example Order Number:

215807 Series XP 
Connection Head

94 Series XP 
Connection Heads

ORDER CODES

93 Series XP 
Connection Heads

1-1   Explosion-Proof Aluminum DIN Style

ORDER 
CODE

DESCRIPTION Maximum 
Gas Group 
Rating

Process 
Opening

Conduit 
Opening Standard Gasket
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Accessories

364A

3/4"
FLATS

1 1/8"
2 3/8"

RUBBER
GROMMETPROCESS

OPENING

MINIATURE NICKEL-PLATED STEEL CONNECTION HEADS

DIE-CAST ALUMINUM FLIP-TOP CONNECTION HEADS

1-1   Complete Head Assemblies

CODE NO. OF
TERMINALS

PROCESS
OPENING
(inches)

CODE NO. OF
TERMINALS

PROCESS
OPENING
(inches)

2 2

4 4

1-1   General-Purpose Aluminum Flip-Top

ORDER 
CODE

DESCRIPTION

Process 
Opening

Conduit 
Opening Standard Gasket

49C

49D

1-3   Terminal Blocks

ORDER 
CODE DESCRIPTION CONDUCTOR 

SIZE

1-2   Head Options

ORDER CODE DESCRIPTION

49C - GS - 343-3Example Order Number:

º

Example Order Number:

Special Connection Heads

AC-3Distributed By:  M&M Control Service, Inc.                    www.mmcontrol.com/pyromation.php   800-876-0036   847-356-0566
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AC-4

Terminal Blocks

Terminal Blocks

CODE DESCRIPTION CONDUCTOR SIZE TERMINAL POSITIONS

210412[1]

1

4 61

51

DIN FORM B STYLE CERAMIC TERMINAL BLOCKS

1.58"
[40.1mm]

2.00"
[50.8mm]

Dimensions In Inches [mm]

1 1/2"

2 3/16"

1 11/16"

3/16"

Terminal Blocks

CODE DESCRIPTION CONDUCTOR SIZE TERMINAL POSITION
AS SUPPLIED

4 61

2 4 6

1

210412

1 1/2"

2 1/8"

1 11/16"

3/16"

1 1/2"

2 1/8"

1 11/16"

3/16"

4 5 6

1 2 3

1.31"
[33.3mm]

1.67"
[42.4mm]

0.18"
[4.6mm]

1.30"
[33.0mm]

0.18"
[4.6mm]

1.69"
[42.9mm]

1

2

3 4

5

6

CERAMIC TERMINAL BLOCKS
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Accessories General-Purpose Connection Head Specifications

AC-5

[1]:

GENERAL-PURPOSE, DIE-CAST ALUMINUM CONNECTION HEADS

GENERAL-PURPOSE, CAST IRON CONNECTION HEADS

3 3/8Ø "

3 3/4"

1 11/16Ø "

PROCESS
OPENING

CONDUIT
OPENING

3 3/4"
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General-Purpose Connection Head Specifications

AC-6 118-9

-

-

-

GENERAL-PURPOSE, POLYPROPYLENE (PLASTIC) CONNECTION HEADS

GENERAL-PURPOSE, FLIP-TOP ALUMINUM CONNECTION HEADS

GENERAL-PURPOSE, STAINLESS STEEL CONNECTION HEADS

3 3/8Ø "

3 11/16"

1 3/8Ø "

3 5/8"

CONDUIT
OPENING

PROCESS
OPENING

3 5/16Ø "

3 1/2"
1 3/4"

3 1/4"

PROCESS
OPENING

CONDUIT
OPENING
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Accessories

4" 1 3/4"

PROCESS
OPENING

CONDUIT
OPENING

3 3/4"

3 9/16"

3 3/8Ø "
[86mm]

4 5/8"
[117mm]

4 5/8"
[117mm]

PROCESS
OPENING

CONDUIT
OPENING

4 1/16"
[104mm]

PROCESS
OPENING

CONDUIT
OPENING

3 5/8" [93mm]

3 1/2"
[89mm]

Hazardous-Location-Rated 
Connection Head Specifications

AC-7

93 SERIES ALUMINUM CONNECTION HEADS

94 SERIES 316L STAINLESS STEEL SCREW-COVER CONNECTION HEADS

DIN STYLE SCREW-COVER CONNECTION HEADS
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Standard and Miniature Plugs and Jacks

AC-8119-11

STANDARD and MINIATURE PLUGS and JACKS

1"

1 3/8"

1"

5/8"

1"

1 3/8"

1 7/16"

1 3/8"

MOUNTING HARDWARE FOR PLUGS AND JACKS

FIG.  2FIG.  1

FIG.  4

FIG.  3

FIG.  8

FIG.  9

FIG.  10

FIG.  11FIG.  7FIG.  6

EXAMPLE ORDER NUMBER:  81J or 81J-H
Standard Plugs

CODE DESCRIPTION
STANDARD 
PLUGS

STANDARD 
JACKS

NO.
PINS

PIN
TYPE

TEMP
RATING

FIG.
NO.

81[1] 82[1] 2 200 ºC 1

81U[1] 82[1] 200 °C 2

81[1] - H 82[1] - H 2 1

2 Pin JAB - In Connectors

81[1] - J 82[1] - J 200 °C

61K - E 62K - E

EXAMPLE ORDER NUMBER:  8S1 or 8S2-2
Mounting Hardware

CODE DESCRIPTION FIG.
NO.

8S1 9

8S2 - [1] 6

[1]

8M1 9

8M2 - [1] 6

 
)

Miscellaneous Hardware

CODE DESCRIPTION FIG.
NO.

Standard Connectors

811 11

816 10

629 8

Miniature Connectors

821 10

11

629 8

1"

1"

FIG.  5

2 3/8"

EXAMPLE ORDER NUMBER:  84K-H
Miniature Plugs

CODE DESCRIPTION
MINIATURE 
PLUGS

MINIATURE 
JACKS

NO.
PINS

TEMP
RATING

FIG.
NO.

[1] 84[1] 2 200 ºC 4
[1] 84[1] 200 °C 5
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Accessories Standard and Miniature Jack Panels

120-8AC-9

THERMOCOUPLE AND RTD JACK PANELS
FOR FS CONDUIT BOX MOUNTING

THERMOCOUPLE AND RTD JACK PANELS

All  listed  panels  are  2(3/4)" w   x   4(1/2)" h  aluminum  plates

FIG.  2FIG.  1 FIG.  3  

EXAMPLE ORDER NUMBER:  FMF-K-3
Thermocouple Jack Panels

CODE DESCRIPTION

STANDARD SIZE MINIATURE SIZE NO. CIRCUITS FIG. NO.
[1] - 1 [1] - 1 1 1
[1] - 2 [1] - 2 2 1
[1] [1] 1
[1] - 4 [1] - 4 4 1
[1] - 5 [1] - 5 5 1
[1] - 6 [1] - 6 6 1

3-Wire RTD Jack Panels

CODE DESCRIPTION

STANDARD SIZE NO. CIRCUITS FIG. NO.

1

2

4

5

6

FS Conduit Boxes For Above Jack Panels

CODE BOX MATERIAL MAX. NUMBER 
OF CIRCUITS

CONDUIT OPENING
(inches) FIG. NO.

4 2

640 5 2

6 2

FIG.  5 FIG.  4 FIG.  6 

EXAMPLE ORDER NUMBER:  SSB-T-8
Thermocouple Jack Panels

CODE DESCRIPTION

STANDARD
SIZE

MINIATURE
SIZE

NO.
CIRCUITS

FIG.
NO

82 - [1] 84 - [1] 1 4

[1] - 6 [1] - 6 6 5

[1] - 8 [1] - 8 8 5

[1] - 10 [1] - 10 10 5

[1] - 12 [1] - 12 12 5

3-Wire RTD Jack Panels

CODE DESCRIPTION
STANDARD
SIZE

NO.
CIRCUITS

FIG.
NO

6 6

8 6

10 6

12 6

Jack Panels Dimensions

NO.
CIRCUITS

WIDTH
(inches)

LENGTH
(inches)

WIDTH
(inches)

LENGTH
(inches)

STANDARD SIZE MINIATURE SIZE

6 2 5

8 2 6

10 2

12 2

1
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Compression Fittings

AC-10121-8

ONE-TIME ADJUSTABLE COMPRESSION FITTINGS

RE-ADJUSTABLE COMPRESSION FITTINGS

Stainless Steel with FEP Ferrule

CODE TUBE SIZE
(inches)

PROCESS THREAD
(inches)

LENGTH
(inches)

1/8 NPT 1 1/4

1/8 NPT 1 1/4

1/8 NPT 1 1/4

6109T-4B 1/4 NPT 2 1/2

6109T-6B 1/4 NPT 2 1/2

6109T-4C 1/2 NPT 2 1/2

6109T-6C 1/2 NPT 2 1/2

Stainless Steel Re-Adjustable Spring-Loaded 
Well Fittings with FEP Ferrule

CODE TUBE SIZE
(inches

PROCESS THREAD 
(inches)

LENGTH
(inches)

1/2 NPT

6109TSL-4C 1/2 NPT

Brass with FEP Ferrule

CODE TUBE SIZE
(inches)

PROCESS THREAD
(inches)

LENGTH
(inches)

1/8 NPT 1

1/8 NPT 1 1/4

1/8 NPT 1 1/4

6122T-2B 1/4 NPT

1/4 NPT 1 1/2

6122T-4B 1/4 NPT 1 1/2

6122T-6B 1/4 NPT 1 9/16

6122T-4C 1/2 NPT

6122T-6C 1/2 NPT

Ferrule Temperature Ratings

CODE MATERIAL MAX.
TEMP.

N

T

L

Stainless Steel with SS Ferrule

CODE TUBE SIZE
(inches)

PROCESS THREAD
(inches)

LENGTH
(inches)

1/8 NPT 1 1/4

1/8 NPT 1 1/4

1/8 NPT 1 1/4

1/8 NPT 1 1/4

6008-2B 1/4 NPT

1/4 NPT 1 1/2

6008-4B 1/4 NPT 1 9/16

6008-6B 1/4 NPT 1 5/8

6008-2C 1/2 NPT 1 5/8

6008-4C 1/2 NPT

6008-6C 1/2 NPT

Brass with Brass Ferrule

CODE TUBE SIZE
(inches)

PROCESS THREAD
(inches)

LENGTH
(inches)

1/8 NPT 1 1/16

1/8 NPT 1 1/16

1/8 NPT

6022- 1/4 NPT

6022-4B 1/4 NPT 1 1/4

6022-6B 1/4 NPT 1 5/16

6022-4C 1/2 NPT

6022-6C 1/2 NPT 1 1/2
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Accessories Pipe Bushings, Flanges, Nipples, and Hex Fittings

122-8AC-11

FIG.  3 FIG.  5FIG.  4FIG.  1 FIG.  2

FIG.  8 FIG.  9FIG.  7FIG.  6

Union Fittings

CODE NPT SIZE
(inches) DESCRIPTION FITTING

MATERIAL
FIG.
NO

1/2 6

1/2 6

1/2 6

1/2

Malleable Iron Mounting Flanges

CODE NPT PIPE
SIZE (inches) DESCRIPTION FIG.

NO
1/4 8

1/2 8

8

1 8

1/4 9

1/2 9

9

1 9

Machined Double Thread Hex Fittings

CODE SHEATH
SIZE (inches) DESCRIPTION FIG.

NO
CARBON STEEL 1/2" NPT x 1/2" NPT

1

1

1

1

2

2
[1]

[1]

316SS 1/2" NPT x 1/2" NPT

1

1

1

1

2

2
[1]

[1]

316SS 3/4" NPT x 1/2" NPT

1

Hex Head Reducing Bushings

CODE
THREAD SIZE (inches) LENGTH

(inches)
FIG.
NOBRASS 316SS

1/4 NPT x 1/8 NPT 11/16 4

1/2 NPT x 1/8 NPT 15/16 4

1/2 NPT x 1/4 NPT 15/16 4

1 4

1 NPT x 1/2 NPT 4

4

1 1/4 NPT x 1/2 NPT 1 1/8 4

15/16 4

Pipe Nipples (Schedule 40)

CODE  THREAD
(inches)

LENGTH
(inches)

FIG.
NOCARBON STEEL 316SS

1/2 NPT 1 5

1/2 NPT 2 5

1/2 NPT 5

1/2 NPT 4 5

1/2 NPT 5 5

1/2 NPT 6 5
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A

B

C

Bare Wire, Insulators, and Alloy Terminals

AC-12

Terminal Block Thermocouple Type

PREFIX
CODE

T/C
TYPE

THERMOCOUPLE ALLOY

POSITIVE NEGATIVE

26 - 220 E ®

J

26 - 240 K ® ®

26 - 250 R-S

26 - 260 T

U

Thermocouple Alloy Terminal and Spade Lugs
TERMINAL LUG
CODE [1]

SPADE LUG
CODE [2]

ANSI LETTER
DESIGNATION

THERMOCOUPLE
ALLOY

460060 KP, EP ®

460052 460059 KN ®

460056 JP

460054 460061 JN, EN, TN

460055 460062 TP, RP, SP

460051 460116 RN, SN

Alumina Insulators (3400 ºF max)

CODE STYLE GA. A DIM.
(inches)

B DIM.
(inches)

C DIM.
(inches)

NO 
BORE(S)

424-12 24 12 4

424-18 24 18 4

424-24 24 24 4

24 4

EXAMPLE ORDER NUMBER:                        26 - 240 - 08

Number of Circuits
SUFFIX
CODE

CIRCUITS
(TERMINALS)

L DIMENSION
(inches)

02 2       (4)

04 4       (8)

05 5       (10)

06 6       (12) 6

08 8       (16)

10 10     (20)

COMPLETE COMPENSATED TERMINAL BLOCKS  

INSULATOR DIMENSIONS
Cordierite Insulators (2250 ºF max)

CODE STYLE GA. A DIM.
(inches)

B DIM.
(inches)

C DIM.
(inches)

NO 
BORE(S)

408-1C 8 1 2

408-1R 8 1 2

8 2

8 2

408-12S[1] 8 12 1

411-1C 11 1 2

11 2

414-1C 14 1 2

414-1R 14 1 2

14 2

414-12S[1] 14 12 1

420-1C 20 1 2

21

Bare Base Metal Thermocouple Wire
CODE TYPE / POL. MATERIAL GA. FT. / LB.

J          ( + ) 8

J          ( - ) 8 20

J          ( + ) 14 91

J          ( - ) 14 80

J          ( + ) 20

J          ( - ) 20

K          ( + ) ® 8 21

K          ( - ) ® 8 21

K          ( + ) ® 14

K          ( - ) ® 14

K          ( + ) ® 20

K          ( - ) ® 20

Bare Noble Metal Thermocouple Wire

CODE TYPE / POL. MATERIAL GA. IN. / TROY
OZ.

R          ( + ) 24

S          ( + ) 24

R S        ( - ) 24 282

R          ( + ) 26 482

S           ( + ) 26

R S        ( - ) 26 440

B

1 1/8"

3/16"
L DIMENSION

® ®

BARE WIRE, INSULATORS, TERMINAL and SPADE LUGS
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124-8AC-13

Bayonet Fitting Adapters

CODE LENGTH
(inches)

THREAD
(inches)

2

2

Metric to 1/8" NPT Adapters

CODE METRIC THREAD 
(mm)

40001

40002 12  x  1 

40004

40005 14  x  2 

Adjustable Bayonet Cap

CODE
SHEATH
SIZE 
(inches)

DESCRIPTION

Positive Bottoming Indicating 
Bayonet Cap

CODE DESCRIPTION

- 2

Blank Melt Bolts

CODE DESCRIPTION

Pipe Clamp Adapters

CODE CLAMP DIA.
MIN. / MAX. (inches)

PIPE SIZE
(inches)

PIPE DIAMETER
(inches)

BLANK  MELT  BOLT

NICKEL PLATED BRASS
COMPRESSION FITTINGADAPTER

LENGTH
7/16"

9/32"

1"

METRIC THREAD

1/8 NPT 2 3/8"

2"

DIAMETER

1/4"

Ø0.308"

1/2"
45°

1/2-20 UNF - 2A
2 1/4"
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Miscellaneous Accessories

AC-14125-10

MOLTEN NON-FERROUS METAL LANCES AND THERMOCOUPLE TIPS

FIG.  2

FIG.  3

FIG.  1

Lances and Tips

CODE DESCRIPTION FIG. NO.
26 - 101P[1] 1
26 - 501P [1] 2
26 - 501T - 8
26 - 501T - 12
26 - 501T - 15
26 - 501T - 18

J - 801 - M

K - 812- M

J - 809 - M

Hand Pyrometer Probes

CODES

PROBE STYLE DESCRIPTIONCOMPLETE
ASSEMBLY

J - 801 - M

J - 805 - M

[1]

[1]

K - 814 - M

HANDHELD THERMOCOUPLE PROBES

5" 6"

6 1/2" 6"
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126-8AC-15

Nylon Weatherproof Cord Grips

CODE CABLE SIZE RANGE
(inches)

NPT SIZE
(inches)
1/2

FIG.  3 FIG.  4

FIG.  1

FIG.  2

FIG.  6 FIG.  7

Stainless Steel Square Lock Flexible Armor

CODE I.D.
(inches)

O.D.
(inches) COATING FIG. NO.

None 1

1/8 None 1

1/4 None 1

PVC 2

2

Holding Fixtures for Silicon Carbide Tubes

CODE DESCRIPTION FIG. NO.

18J SERIES TUBES

18JC SERIES TUBES

4

Coil Cords

CODE DESCRIPTION
RETRACTED
LENGTH
(inches)

EXTENDED
LENGTH
(inches)

[1] 12 60

[1] 24 120

2 12 60

Miscellaneous Items

CODE DESCRIPTION FIG. NO.

440040

6

FFFF
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Series 810 1/8 DIN Digital Indicator

AC-16

Features and Benefits

TECHNICAL DATA

General
 

Output and Options
 

Inputs
 

o )

 

o

Operating Conditions
 

Approvals

MAX

MIN

ALM5

ALM1

ALM2

ALM3

ALM4
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Accessories

810

AC-17 

ORDER CODES

1

CODE DESCRIPTION

810

3

CODE DESCRIPTION

0

1

8

2

1 1Example Order Number: -

2

CODE DESCRIPTION

0

1

4

CODE DESCRIPTION

00

00

Series 810 1/8 DIN Digital Indicator

-
41

3 3/4"
[96 mm]

3 15/16"
[100 mm]

3/8"
[10 mm]

1 7/8"
[48 mm]

MAX

MIN

ALM5

ALM1

ALM2

ALM3

ALM4
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